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Data sheet: Suspended ceiling

Standard values as per factory specification

Ceiling panel
Material: MB board 19 mm
Weight: 13.3kg (700kg/cbm)
Dimensions: 1000 x 1000 x 19 mm

Installation
Fitting type: Keku EH panel component Varianta (suspension fitting with lip 262.49.357)
Material: Polycarbonate (PC)
Load values: 8kg per fitting with ceiling panelling
Screw fitting: Varianta screw 6.2 x 13.5 mm / Spax 4 x 20 mm
Pull‐out resistance: Varianta / Spax >20 kg (MB board 19 mm)

Sub‐construction Keku R
Material: Aluminium T 66
Dimensions: H‐profile 6 metres 36 x 36 mm
Ceiling installation: Threaded bolt M8 with approved, suitable compact dowels (not included in scope of 

delivery)
Screw fixing to support profile with M8 nuts and U‐washers. The permissible load of the screw 
fixing to the support profile is 50kg. (Threaded bolts and nuts not included in scope of 
delivery)

Fitting type: Keku EHS frame component Hospa (suspension fitting with lateral guide 262.49.367)
Material: Polycarbonate (PC)
Tensile load, vertical: 8kg per fitting with ceiling panelling
Screw fitting: DG screw 4 x 10 mm (782.17.900) System screws are mandatory for screw fixing the Keku 

fittings to the support profile.
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Spacing of the profiles
 <=1000 mm

<= 1000 mm

The width of the ceiling panel depends on:
Panel characteristics (sag)
Screw fixing strength of panel material
(pay attention to the panel manufacturer’s information)
Use centre profile if necessary

Do not treat Keku fittings with chemical solutions and aggressive greases
Do not adjust by hammering
Use at least 4 Keku fittings per panel
Select dowels and fixing materials in accordance with the respective
requirements
Pay attention to the panel manufacturer’s information
Pay attention to tensile load table
Carry out screw fixing tests if necessary

Ceiling area from above

Section B 

Section A
Section B

262.49.367 EHS Frame component Hospa
262.49.357 EH Panel component Varianta

Ceiling mounting

782.10.006 Supporting profile

a
 (ca. 100mm)

a
(ca. 100mm)

Se
ct
io
n
 A
 

Fon: 02351 95080
Fax: 02351 950820
info@keku.de
www.keku.de

Fon: 02351 95080
Fax: 02351 950820
info@keku.de
www.keku.de

Data sheet

Suspended ceiling

12.04.2016

Roomsystem Keku R Gezeichnet:

M.:








